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SMARTem24

. 24-bit ADCs
- GPS & crystal synchronisation

- Up to 16 input channels, each
with ADC and amplifier

- Up to 120,000 samples per
second on each channel

- +/-10 V input range
- Powerful signal processing

- Full 24-bit time-series recording
and playback

- Portable, light-weight and
rugged

- Windows XP operating system

. Tablet touch-screen and
keyboard entry

- Download data via network,
USB or memory cards

- Hot-swap internal batteries

- EM, IP and other survey types

- Controls a range of transmitters
- Interface to any sensor

- Powerful GUI to display signals
and data

- Survey planning
- Import and display base maps

- Add notes and comments as
you go

- Monitor survey progress in plan
view

- Display scope, decays, spectra,

profiles, pseudo-sections and
plan

. Standard ASCII file formats

- Synchronised transmitter
controller, with optional
recording of current

ElectroMagnetic Imaging Technology

24-bit advanced receiver system
for electrical geophysics
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Expect big things from
the next generation of the system that
IS setting the benchmark

SMARTem24 has been designed to be efficient in the
field and to deliver the highest quality data. This
compact, portable, 16-channel, PC-based package is
the next generation of a system that has already set the
benchmark in electrical geophysical surveys.

The GPS synchronisation, small footprint, long-life
batteries, a library of sensors to choose from and a
bright colour touch-screen make this instrument a
pleasure to operate. The powerful signal processing
software you've come to expect from a SMARTem
receiver, full time-series recording and 24-bit ADCs
make SMARTem24 data the best you'll see anywhere.
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Nurber: 102

Profile (V) vs (m) [AUV]
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¥{Survey Setup Form

Timing Setup

Powerline Frequency [0tz -
Base Frequency [tz ]

Auto Stacks |No

Window Scheme [SMARTEM Standard  +| Tum On [1
Sample Rate [25000Hz | Tum Off [1.1
Stacks Antenna Delay
Duty Cydle [50% -

Window Count:36

0 0 1 2 2

Summary Survey
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